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EDAC 222 AUTO ALARM DIALLER CONFIGURATION

The following information will be programmed into your EDAC 222.

List up to a maximum of 5 Telephone/Pager Nos. for each alarm input or provide 1 list of up to 10 numbers applicable to both inputs. (Please include leading digit e.g. 0, so as to get line out, if 222 is operating on PABX or similar switchboard)


Input 1:

1. ..................................................................


2. ..................................................................


3. ..................................................................


4. ..................................................................


5. ..................................................................


Input 2:

6. ..................................................................


7. ..................................................................


8. ..................................................................


9. ..................................................................


10. ................................................................

If you are using Pager/s, please provide the telephone number to which the 222 will be connected.

 ..................................................................

2. Please advise if alarm inputs will activate 222 by the contacts going “open” or “closed”.

………………………………

3.   Please contact EDAC if you intend to configure and use the 2 x outputs in             the 222.

4. The following messages will be recorded into your EDAC 222. They are messages you will hear upon an alarm call from the 222 once an input has been triggered.  Each message, which is 8 seconds long, will contain site identification and an alarm description. 


Site identification message: (4 seconds)


............................................................................................................


............................................................................................................



Alarm input 1 description: (8 seconds)


............................................................................................................


............................................................................................................


Alarm input 2 description:(8 seconds)


............................................................................................................


............................................................................................................

Should you have any queries re the above, please do not hesitate to contact our office:
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 TEL:		03 - 9762 - 6244





FAX:		03 -9762 - 6255
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EDAC Electronics Australia Pty Ltd

Suite 6, 173 Boronia Road, Boronia, Victoria, Australia, 3155

Phone: +613 9762 6244  Fax: +613 9762 6255 Website: www.edac.com.au
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